
Specification :
Working Pressure : 70 bar/ 1000psi

Aluminum alloy motor housing

Germany-made water seal and stainless steel pump valve

Japan-made Pump bearing or equal quality level

Precise Ceramic 3 Plungers (ceramic + stainless steel for 1HP up ), 
Japan top quality ceramic materials

High pressure durable brass-casting making of pump head

Metal frame + ABC cover - PJ-C TYPE

High Pressure Misting Pump

Dimension :
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Model No. Horse Power Flow Rate 
LPM Approx. 

Phase 

PJ-C2107 1 HP 5L Single/Three 

PJ-C21507 1.5 HP 9L Single/Three  

PJ-C2207 2 HP 12L Single/Three  

Included :
1. Pump set :
    Metal frame + ABC cover
2. Circuit breaker
3. Magnetic switch
4. Fuse 250V3A
5. 1 sec-60 minutes dual timer
6. Auto-manual switch set
7. Low pressure protection switch
9. One 10" PP filter
10. Inlet solenoid valve (NC)
11. Outlet solenoid valve (NC)
12. Discharge hose 1.5 meter

Email:sales@fibigreen.com
FIBI GREEN INDUSTRIES LTD.
Website:www.fibigreen.com
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( for pump + motor only )


